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General information

This spare parts list applies to the following:

DescriptionPart number
Hydraulic power pack PAC P 18 twin (EU approved)1807 0160 45
Hydraulic power pack PAC P 18 twin (Not EU approved)1807 0160 27
Hydraulic power pack PAC E 11 twin1807 0160 46

Use only authorized parts. Any damage or malfunction caused by the use of
unauthorized parts is not covered by Warranty or Product Liability.
Any unauthorized use or copying of the contents or any part thereof is prohibited.
This applies in particular to trademarks, model denominations, part numbers, and
drawings.

Instructions for use
This spare parts list contains no safety regulations and is merely intended to assist
in the ordering of spare parts.
For information about operating, servicing, or repairing, the relevant Safety and
operating instructions must be consulted at all costs.
Please observe the safety instructions listed in the relevant Safety and operating
instructions!
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Part numberQuantityRemarkDescriptionNo.
3377 0210 621Only for PAC P 18 twinFrame1
3377 0210 601Only for PAC E 11 twinFrame2
3377 1040 1023⁄8 in. x 35 mmWasher3

3377 0007 164M10 x 100 mm, Use LOCTITE® 245™Screw4

3377 0210 631Use LOCTITE® 495™Handle5

3377 1000 104Ø 10 mm
0.39 in.

Washer6

3377 0218 052M10 x 50 mm, Use LOCTITE® 245™Pass screw7

3377 0007 961Cowl8
3377 0052 591Filler cap9
3377 1000 068Ø 6 mm

Ø 0.24 in.
Washer10

3377 0004 013M5 x 16 mmScrew11
3377 0004 008M6 x 12 mmScrew12
3377 0004 021Length = 210 mm

Length = 8.27 in.
Gauge hose13

3377 0004 032Seal14
3377 0050 671Including clampFilet gauge, complete15
3377 0004 041Use sealing tapeFitting 0416
3371 8971 601PAC P 18 twinLabel17
3371 8972 781PAC E 11 twinLabel18

LOCTITE is a registered trademark of Henkel Corporation. 245 and 495 are trademarks of Henkel Corporation.
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Part numberQuantityRemarkDescriptionNo.
3377 0004 571Cooler guard1
3377 0005 061Seal2
3377 0057 021Oil cooler3
3377 0004 0716Ø12/6.5 x 1.5 mm

0.47/0.26 x 0.06 in.
Washer4

3377 1100 068M6Nut5
3377 1232 068M6 x 12 mm, Use LOCTITE® 245™Screw6

3377 0210 381Only for PAC P 18 twin, (Complete with
guard and plate)

Tank and chassis7

3377 0210 751Only for PAC E 11 twin, (Complete with
guard and plate)

Tank and chassis8

3377 0004 122Only available in pairsWheel9
3377 0004 562Ø25/Ø40 x 16 mm

Ø0.98/Ø1.57 x 0.63 in.
Bushing10

3377 0000 691Seal11
3377 0163 751Boded seal 3⁄8 in. BSPSeal ring12

3371 8037 071Threaded plug 3⁄8 in. BSPFitting 0613

3377 0004 052Rubberfoot14
3377 0050 721Sight glass15
3377 0050 872Rubber grommet16
3377 1000 102Ø10 mm

Ø0.39 in.
Washer17

3377 0004 062M10 x 14 mm, Use LOCTITE® 245™Screw18

-1Data plate19
3377 0002 174Only for PAC P 18 twinShaft extension20

LOCTITE is a registered trademark of Henkel Corporation. 245 are trademarks of Henkel Corporation.
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Part numberQuantityRemarkDescriptionNo.
3377 0015 351Pump plate1
3377 0026 851Fan inlet ring2
3377 0005 374UNC 3⁄8 x 64 mmScrew3

3377 0026 211Fan4
3377 0005 391Spacer ring5
3377 0007 922Lock plate6
3377 0046 671Engine shaft extension7
3377 0005 421Petrol, 18 HPEngine B&S Vanguard8
3377 0004 6513⁄8 in.Washer9

3377 1040 084Ø8 mm
0.31 in.

Washer10

3377 0004 698Ø8 mm
0.31 in.

Washer11

3377 0005 364M8 x 65 mm, Use LOCTITE® 245™Screw12

3377 1110 084M8Nut13
3377 0004 152M8 x 10 mmScrew14
3377 0051 681Engine half coupling15
3377 0051 691Coupling spider16
3377 0051 711Pump half coupling17
3377 1110 084M8Nut18
3377 0004 694Ø8 mm

0.31 in.
Washer19

3377 0004 778M8 x 35 mm, Use LOCTITE® 245™Screw20

3377 0007 771For EU approved power packsPump 7.0 cc21
3377 0005 101For not EU approved power packsPump 6.1 cc22
3377 0004 641Distance bushing23
3377 0004 661UNF 3⁄8 x 51 mmScrew24

3377 0004 694Ø8 mm
Ø0.31 in.

Washer25

3377 1215 084M8 x 16 mm, Use LOCTITE® 245™Screw26

3377 0047 202Spacer27
3377 0004 131M4 x 4 mmStop screw28
3377 0005 6916.3 x 6.3 x 6.3 mm

0.25 x 0.25 x 0.25 in.
Parallel key29

3377 0001 004Spacer30
3377 0005 321Cable strip31

LOCTITE is a registered trademark of Henkel Corporation. 245 are trademarks of Henkel Corporation.
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Engine and pump PAC E 11 twin
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Part numberQuantityRemarkDescriptionNo.
3377 0015 351Pump late1
3377 0026 851Fan inlet ring2
3377 0006 654Fan3
3377 0006 621Spacer ring4
3377 0006 73111 kW, 380 VElectric motor5
3371 8067 022M10Nut6
3377 1000 106Ø10 mm

0.39 in.
Washer7

3371 8157 226M10 x 20 mmScrew8
3371 8207 154M10 x 30 mmScrew9
3378 3025 222M10 x 10 mmScrew10
3377 0006 601Engine half coupling11
3377 0006 661Coupling spider12
3377 0006 671Pump half coupling13
3377 1110 084M8Nut14
3377 0004 694Ø8 mm

Ø0.31 in.
Washer15

3377 0004 774M8 x 35 mm, Use LOCTITE® 245™Screw16

3377 0006 721Double 2 x 7.6 ccPump17
3377 0004 694Ø8 mm

Ø0.31 in.
Washer18

3377 1215 084M8 x 16 mm, Use LOCTITE® 245™Screw19

3377 1000 106Ø10 mm
Ø0.39 in.

Washer20

3377 0007 861Including coupling and cablesElectric box, complete21
3377 1210 052M5 x 10 mmScrew22
3377 0007 851For electric boxRear plate23
3377 1000 104Ø10 mm

Ø0.39 in.
Washer24

3377 0006 631Spacer block25
3377 0006 641Spacer block26
3376 1005 801Ø12 mm

Ø0.47 in.
Clip27

3371 8177 204M10 x 30 mmScrew28
3377 5007 191M6 x 25 mmScrew29
3377 0004 241Ø6 mm

Ø0.24 in.
Washer30

LOCTITE is a registered trademark of Henkel Corporation. 245 are trademarks of Henkel Corporation.
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Valve block PAC P 18 twin
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Part numberQuantityRemarkDescriptionNo.
3377 0210 271Valve block, complete1(2-41)
3377 2223 116Use LOCTITE® 245™Adaptor 12-062

3377 0160 198Bonded seal 3⁄4 in. UNFSeal ring3

3377 0004 171Use LOCTITE® 245™Adaptor 02-024

3377 0161 254Bonded seal 1⁄8 in. BSPSeal ring5

3377 0011 931Valve block6
3377 0217 87125 MicronOil filter7
3377 0050 821Thermostate, complete8
3377 1000 1615⁄8 in.

16 mm
Washer9

3377 0052 631Use LOCTITE® 245™Filter adaptor10

3377 0040 841Thermostate end cap11
3377 0051 281Ø36 x 1.5 mm

Ø1.42 x 0.06 in.
Locking ring12

3377 1220 083M8 x 30 mmScrew13
3377 0005 211Ø14/Ø25 x 16 mm

Ø0.55/Ø0.98 x 5⁄8 in.
Seal14

3377 0130 042Roll pin15
3377 0041 341M6, Use LOCTITE® 245™Handle16

3377 0004 161Ø9.6 x 2.4 mm
Ø0.38 x 0.09 in.

O-ring17

3377 0004 811Ø3 x 20 mm
Ø0.12 x 0.79 in.

Roll pin18

3377 0211 201Spool19
3377 0051 721Pressure relief valve20
3377 0163 756Bonded seal 3⁄8 in. BSPSeal ring21

3371 8051 373Flat face 3⁄8 in. BSP FemaleQuick release coupling22

3371 8057 3331⁄2 in. FemaleProtective cap23

3371 8051 383Flat face 3⁄8 in. BSP MaleQuick release coupling24

3371 8057 2833⁄8 in. MaleProtective cap25

3377 0004 821Fitting 0426
3377 0005 641Ø6.4/Ø15 x 1.6 mm

Ø0.25/Ø0.59 x 0.06 in.
Washer27

3371 8177 281M6 x 10 mm, Use LOCTITE® 245™Screw28

3377 0004 841Circlip29
3371 8177 371M10Ball lock30
3371 8177 151M10Nut31
3371 8177 161Ø10 mm

Ø0.39 in.
Seal ring32

3377 0004 851Alternative valve33
3371 8177 403Use LOCTITE® 245™Fitting 0234

3377 0004 6123⁄4 in. hose barb - 1⁄2 in. BSP MaleFitting35

3371 8207 061Ø22 x 1.5 mm
Ø0.87 x 0.06 in.

O-ring36

3377 1110 083M8Nut37
3377 0047 471By-pass valve38
3377 0040 501Clamp plate39
3377 0040 511Seal40
3377 0005 6523⁄4 in. UNF Male - 3⁄8 in. BSP MaleNipple41

LOCTITE is a registered trademark of Henkel Corporation. 245 are trademarks of Henkel Corporation.
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Valve block PAC E 11 twin
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Part numberQuantityRemarkDescriptionNo.
3377 0210 281Valve block, complete1(2-41)
3377 2223 116Use LOCTITE® 245™Adaptor 12-062

3377 0160 198Bonded seal 3⁄4 in. UNFSeal ring3

3371 8177 401Use LOCTITE® 245™Fitting 024

3377 0161 254Bonded seal 1⁄8 in. BSPSeal ring5

3377 0011 931Valve block6
3377 0217 87125 MicronOil filter7
3377 0050 821Thermostate, complete8
3377 1000 1615⁄8 in.

16 mm
Washer9

3377 0052 631Use LOCTITE® 245™Filter adaptor10

3377 0040 841Thermostate end cap11
3377 0051 281Ø36 x 1.5 mm

Ø1.42 x 0.06 in.
Locking ring12

3377 1220 083M8 x 30 mmScrew13
3377 0005 211Ø14/Ø25 x 16 mm

Ø0.55/Ø0.98 x 5⁄8 in.
Seal14

3377 0130 042Roll pin15
3377 0041 341M6, Use LOCTITE® 245™Handle16

3377 0004 161Ø9.6 x 2.4 mm
Ø0.38 x 0.09 in.

O-ring17

3377 0004 811Ø3 x 20 mm
Ø0.12 x 0.79 in.

Roll pin18

3377 0211 201Spool19
3377 0051 721Pressure relief valve20
3377 0163 756Bonded seal 3⁄8 in. BSPSeal ring21

3371 8051 373Flat face 3⁄8 in. BSP FemaleQuick release coupling22

3371 8057 3331⁄2 in. FemaleProtective cap23

3371 8051 383Flat face 3⁄8 in. BSP MaleQuick release coupling24

3371 8057 2833⁄8 in. MaleProtective cap25

3377 0004 821Fitting 0426
3377 0005 641Ø6.4/Ø15 x 1.6 mm

Ø0.25/Ø0.59 x 0.06 in.
Washer27

3371 8177 281M6 x 10 mm, Use LOCTITE® 245™Screw28

3377 0004 841Circlip29
3371 8177 371M10Ball lock30
3371 8177 151M10Nut31
3371 8177 161Ø10 mm

Ø0.39 in.
Seal ring32

3377 0004 851Alternative valve33
3371 8177 403Use LOCTITE® 245™Fitting 0234

3377 0004 6123⁄4 in. hose barb - 1⁄2 in. BSP MaleFitting35

3371 8207 061Ø22 x 1.5 mm
Ø0.87 x 0.06 in.

O-ring36

3377 1110 083M8Nut37
3377 0047 471By-pass valve38
3377 0040 501Clamp plate39
3377 0040 511Seal40
3377 0005 6523⁄4 in. UNF Male - 3⁄8 in. BSP MaleNipple41

LOCTITE is a registered trademark of Henkel Corporation. 245 are trademarks of Henkel Corporation.
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Battery and exhaust muffler PAC P 18 twin
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Part numberQuantityRemarkDescriptionNo.
3377 0005 11112V 17AhBattery1
3377 0005 121Battery holder, complete2
3377 1215 082M8 x 16 mmScrew3
3377 0004 694Ø8 mm

Ø0.31 in.
Washer4

3377 0005 131Cable set5
3377 0004 012M5 x 16 mmScrew6
3377 0004 584Ø5 mm

Ø0.20 in.
Washer7

3371 8147 172M5Nut8
3377 1215 081M8 x 16 mmScrew9
3377 0004 691Ø8 mm

Ø0.31 in.
Washer10

3377 1110 082M8Nut11
3377 0005 531Rubber belt12
3377 0210 091Exhaust muffler, complete13(14-18)
3377 0210 101Muffler14
3377 0210 111Heat shield15
3371 8177 244M6 x 10 mmScrew16
3377 0004 244Ø6 mm

Ø0.24 in.
Washer17

3377 0211 181Mounting plate18
3371 8147 284M10 x 20 mmScrew19
3371 8067 024M10Nut20
3377 1000 108Ø10 mm

Ø0.39 in.
Washer21

3377 0007 951B&S genuine 805609Exhaust manifold22
3377 0006 231M8/Ø32 mm

M8/Ø1.26 in.
Clamp23
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Cylinder and hoses PAC P 18 twin
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Part numberQuantityRemarkDescriptionNo.
3377 0005 151Length = 340 mm

Length = 13.4 in.
Suction hose1

3377 0005 161Length = 270 mm
Length = 10.6 in.

Suction hose2

3377 0005 172Pressure hose3
3377 0005 191Length = 140 mm

Length = 5.5 in.
Cooler feed line4

3377 0005 201Length = 350 mm
Length = 13.8 in.

Cooler return line5

3377 0007 918Ø26/15 mm
Ø1.02/0.59 in.

Hose clip6

3377 0004 6123⁄4 in. Hose barb - 1⁄2 in. BSP MaleFitting7

3377 0004 6323⁄4 in. Hose barb - 3⁄4 in. BSP MaleElbow hose fitting8

3371 8057 142Bonded seal 1⁄2 in. BSPSeal ring9

3377 0004 3221⁄2 in. BSP Male - 3⁄8 in. BSP MaleNipple10

3377 0005 341Lever11
3377 0004 182M5 x 8 mmScrew12
3377 0002 091Bracket13
3377 0004 132M4 x 4 mmScrew14
3377 0004 012M5 x 16 mmScrew15
3377 0004 581Ø5 mm

Ø0.20 in.
Washer16

3371 8147 173M5Nut17
3377 0506 9511⁄8 in. BSP F - 1⁄8 in. BSP FHose POD18

3377 0047 741Only for PODCylinder, complete19
3377 0057 301Only for POD cylinderKnob20

213392 5226 01
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Hoses PAC E 11 twin
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Part numberQuantityRemarkDescriptionNo.
3377 0005 151Length = 340 mm

Length = 13.4 in.
Suction hose1

3377 0005 161Length = 270 mm
Length = 10.6 in.

Suction hose2

3377 0005 172Pressure hose3
3377 0005 191Length = 140 mm

Length = 5.5 in.
Cooler feed line4

3377 0005 201Length = 350 mm
Length = 13.8 in.

Cooler return line5

3377 0007 918Ø26/15 mm
Ø1.02/0.59 in.

Hose clip6

3377 0004 6123⁄4 in. Hose barb - 1⁄2 in. BSP MaleFitting7

3377 0004 6323⁄4 in. Hose barb - 3⁄4 in. BSP MaleElbow hose fitting8

3371 8057 142Bonded seal 1⁄2 in. BSPSeal ring9

3377 0004 3221⁄2 in. BSP Male - 3⁄8 in. BSP MaleNipple10

233392 5226 01

Spare parts listPAC P 18 twin, PAC E 11 twin



Tightening torque
Part numberRemarkTightening torque (Nm)Description
3377 1200 10M10 x 100 mm, Use LOCTITE® 245™40Screw

3377 0004 01M5 x 16 mm2.5Screw
3377 0004 00M6 x 12 mm6Screw
3377 0050 67Including clamp2.5Filet gauge, complete
3377 0004 04Use sealing tape6Fitting 04
3377 1232 06M6 x 12 mm, Use LOCTITE® 245™6Screw

3371 8037 07Threaded plug 3⁄8 in. BSP60Fitting 06

3377 0050 7230Sight glass
3377 0004 06M10 x 14 mm, Use LOCTITE® 245™30Screw

3377 0005 37UNC 3⁄8 x 64 mm40Screw

3377 0005 36M8 x 65 mm, Use LOCTITE® 245™40Screw

3377 0004 15M8 x 10 mm20Screw
3377 0004 77M8 x 35 mm, Use LOCTITE® 245™20Screw

3377 0004 66UNF 3⁄8 x 51 mm20Screw

3377 1215 08M8 x 16 mm, Use LOCTITE® 245™20Screw

3377 0004 13M4 x 4 mm20Stop screw
3371 8157 22M10 x 20 mm20Screw
3371 8207 15M10 x 30 mm30Screw
3378 3025 22M10 x 10 mm20Screw
3377 1210 05M5 x 10 mm2.5Screw
3371 8177 20M10 x 30 mm20Screw
3377 5007 19M6 x 25 mm5Screw
3377 2223 11Use LOCTITE® 245™30Adaptor 12-06

3377 0004 17Use LOCTITE® 245™5Adaptor 02-02

3377 0217 8725 Micron10Oil filter
3377 1220 08M8 x 30 mm10Screw
3377 0041 34M6, Use LOCTITE® 245™5Handle

3377 0051 7230Pressure relief valve
3371 8051 37Flat face 3⁄8 in. BSP Female30Quick release coupling

3371 8051 38Flat face 3⁄8 in. BSP Male30Quick release coupling

3377 0004 825Fitting 04
3371 8177 28M6 x 10 mm, Use LOCTITE® 245™5Screw

3371 8177 15M105Nut
3377 0004 8530Alternative valve
3371 8177 40Use LOCTITE® 245™5Fitting 02

3377 0004 613⁄4 in. hose barb - 1⁄2 in. BSP Male30Fitting

3377 0047 4710By-pass valve
3377 0005 653⁄4 in. UNF Male - 3⁄8 in. BSP Male30Nipple

3377 1215 08M8 x 16 mm20Screw
3377 0004 01M5 x 16 mm5Screw
3377 1215 08M8 x 16 mm20Screw
3371 8177 24M6 x 10 mm5Screw
3371 8147 28M10 x 20 mm40Screw
3377 0006 23M8/Ø32 mm

M8/Ø1.26 in.
5Clamp

3377 0004 18M5 x 8 mm5Screw
3377 0004 13M4 x 4 mm5Screw
3377 0004 01M5 x 16 mm5Screw
3377 0506 951⁄8 in. BSP F - 1⁄8 in. BSP F20Hose POD

LOCTITE is a registered trademark of Henkel Corporation. 245 are trademarks of Henkel Corporation.
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Accessories

Hoses and couplings

Part numberQuantityRemarkDescription
3371 8010 871Ø 1⁄2 in. Length = 276 in.

Ø 12.5 mm Length = 7 m
Twin hose, complete

3371 8057 144Bonded seal 1⁄2 in. BSPSeal ring

3371 8051 332Female 1⁄2 in. BSPQuick-release coupling

3371 8051 342Male 1⁄2 in. BSPQuick-release coupling

3371 8057 332FemaleProtective cap
3371 8057 322MaleProtective cap
3371 8030 521Ø 1⁄2 in. Length = 276 in.

Ø 12.5 mm Length = 7 m
Twin hose

3371 8011 541Test equipment
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Kits

Seal kit

Part numberQuantityRemarkDescription
3377 0006 831Seal kit
3377 0005 061Seal
3377 0000 691Seal
3377 0163 751Bonded seal 3⁄8 in. BSPSeal ring

3377 0050 872Rubber grommet
3377 0160 198Bonded seal 3⁄4 in. UNFSeal ring

3377 0161 254Bonded seal 1⁄8 in. BSPSeal ring

3377 0005 211Wiper Ø14/Ø25 mm x 5⁄8 in.Seal

3377 0004 161Ø9.6 x 2.4 mm
Ø0.38 x 0.09 in.

O-ring

3377 0163 756Bonded seal 3⁄8 in. BSPSeal ring

3371 8177 161Ø10 mm
Ø0.39 in.

Seal ring

3371 8207 061Ø22 x 1.5 mm
Ø0.87 x 0.06 in.

O-ring

3377 0040 511Seal
3371 8057 142Bonded seal 1⁄2 in. BSPSeal ring

Seal kit, only for POD (Power On Demand)

Part numberQuantityRemarkDescription
3377 0001 211Only for POD (Power On Demand)Seal kit
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Wiring diagram
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