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DocMine RX 2 s/n BES0099700 -

Serivce, repaires and wear parts kit Seal kit
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DocMine

RX 2 s/n BES0099700 -

Pozycja Nr czesci Nazwa Il L
1 3361110011 Seal kit 1
Not Shown - O-RING 1
Not Shown - Threaded plug 1
Not Shown - Seal, 37.46 x 5.33 mm , 1.48 x 0.21 in. (70 shore) 1
Not Shown - SEAL 2
Not Shown - O-ring, 46.99 x 5.33 mm , 1.85 x 0.21 in. (70 shore) 1
Not Shown - O-ring, 56.74 x 3.53 mm , 2.23 x 0.14 in. (90 shore) 1
Not Shown - Back-up ring, 57.71 x 3 mm, 2.27 x 0.12 in. (90 shore) 1
Not Shown - O-ring, 78.97 x 3.53 mm , 3.11 x 0.14 in. (90 shore) 1
Not Shown - Back-up ring, 79.53 x 3 mm, 3.13 x 0.12 in. (90 shore) 1
Not Shown - O-ring, 43.82 x 5.33 mm, 1.73 x 0.21 in. 2
Not Shown - SEAL 1
Not Shown - O-ring, 72 x 3.53 mm , 2.84 x 0.14 in. (90 shore) 1
Not Shown - Seal, 40 x 55.6 x 6 mm, 1.58 x 2.19 x 0.24 in. 1
Not Shown - SEAL 1
Not Shown - Wiper, 40 x 48 x 5 mm, 1.58 x 1.89 x 0.20 in. 1
Not Shown - O-ring, 16.36 x 2.21 mm , 0.64 x 0.09 in. (90 shore) 2
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DocMine RX 2 s/n BES0099700 -

Serivce, repaires and wear parts kit Label kit

JARNVAR
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DocMine

RX 2 s/n BES0099700 -

Pozycja Nr czesci

Nazwa

1 3382070133

Label kit
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DocMine RX 2 s/n BES0099700 -

Mechanical Percussion unit
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DocMine

RX 2 s/n BES0099700 -

Pozycja Nr czesci Nazwa ] L

1 3315431103 MC6S M10X50 8.8 G627 10
2 3315430200 Back head 1
3 3363087286 Filling valve complete 1

4 0663925100 O-ring, 15.08x2.62 1

5 - Filling valve 1

6 3360478426 Threaded plug 1
7 3361192053 stepseal 2
8 3361192072 O-ring, 43.82 x 5.33 mm, (1.73 x 0.21") 2
9 3361192052 Seal, 37.46 x 5.33 mm, (1.48 x 0.21") (70 shore) 1
10 3361192058 Back-up ring, 79.53 x 3 mm, (3.13 x 0.12") (90 shore) 1
11 3361192057 O-ring, 78.97 x 3.53 mm, 3.11 x 0.14 in. (90 shore) 1
12 3361110004 Plate spring 1
13 3361110005 Spacer 1
14 3361110106 Control valve 1
15 3361110002 Cylinder bush 1
16 3315296605 one piece Seal 1
17 3361192061 O-ring, 72 x 3.53 mm, 2.84 x 0.14 in. (90 shore) 1
18 3315332530 Piston 1
19 3361192063 Seal, 40 x 55.6 x 6 mm, (1.58 x 2.19 x 0.24") 1
20 3361192064 stepseal 1
21 3361192068 O-ring, 46.99 x 5.33 mm, (1.85 x 0.21") (70 shore) 1
22 3361192065 Wiper, 40 x 48 x 5 mm, (1.58 x 1.89 x 0.20") 1
23 3315430105 Cylinder housing 1
24 3361192066 O-ring, 16.36x2.21 2
25 3361031612 Fitting 2
26 3361353485 Cap 2
27 3315429812 Retainer pin 1
29 0544215300 GREASE NIPPLE 1
30 3361110019 Wear bush 1
31 0663212111 O-RING 22X3,5

Refer to the DocMine web page for most up-to-date information. The printed information might be outdated.
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DocMine RX 2 s/n BES0099700 -

Mechanical Dimensions RX 2
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DocMine RX 2 s/n BES0099700 -

Ta strona zostata celowo pozostawiona pusta
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DocMine RX 2 s/n BES0099700 -

Mechanical Tightening torque

NO EXPLODED VIEW
AVAILABLE
FOR THIS BOM
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DocMine RX 2 s/n BES0099700 -
Pozycja Nr czesci Nazwa Il L
10 - Bolt - = A
14 - Filling valve - 130 Nm -
15 - Threaded plug - 20 Nm -
37 - Fitting - 60 Nm -
40 - Grease nipple - 20 Nm -

Comments for Page: Tightening torque

(L)YOCAL REMARKS

Al

Pretighten the bolts to 15 Nm, proceeding in a crosswise fashion,

then tighten each bolt through 60° in a crosswise fashion,

finally tighten each bolt again through 30° in a crosswise fashion.

Refer to the DocMine web page for most up-to-date information. The printed information might be outdated.
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DocMine

RX 2 s/n BES0099700 -

Mechanical Assembly instruction
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1. Make sure the spring plate (B) and spacer (C) are centered before mounting the back head (D).

2. Press the back head (D) down on the spring plate (B) and spacer (C).

3. Grease the screws (A) with Molykote® 1000 (Molykote is a registered trademark of

Dow Corning Corporation), and manually fit them on the back head (D)
4. Torque the screws (A) in the order from A1 to A10 in one step.
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DocMine RX 2 s/n BES0099700 -

Ta strona zostata celowo pozostawiona pusta
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DocMine RX 2 s/n BES0099700 -

Options/accessories Optional equipment

NO EXPLODED VIEW
AVAILABLE
FOR THIS BOM
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DocMine

RX 2 s/n BES0099700 -

Pozycja Nr czesci Nazwa Il L
- 3363094910 Chisel paste cartridge for grease gun and CP-Lube, 30 x 500 g (1.1 Ibs) 1 A
- 3363034567 GREASE PUMP 1
- 3363491004 Charging box with nitrogen cylinder, 2 1, 0.43 gal (0.53 US gal) 1
- 3315303700 Test gauge wear bush 1
Not Shown - Adapter plate matching the carrier 1 B
- 3362269303 Base plate with through borings 1
- 3363106507 Bolt kit 1
- 3360209251 Allen key 1 C
- 3360430655 Open end spanner (24/27 mm) 1 D

Comments for Page: Optional equipment

(L)YOCAL REMARKS

A| 500g (1.1 Ibs)

(carton of 30 pieces)

B | Consult the Chicago Pneumatic Customer Center/Dealer in your area.

C | 12 mm for bolt kit
D | size 24/27 for bolt kit

Refer to the DocMine web page for most up-to-date information. The printed information might be outdated.

Thu Jul 22 10:01:18 UTC 2021
14




DocMine RX 2 s/n BES0099700 -

Options/accessories Hydraulic hoses
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DocMine RX 2 s/n BES0099700 -

Pozycja Nr czesci Nazwa II. L

- 3363491001 Hydraulic hose, I.D. 12 (0.47"), both ends M22 x 1.5, conical seal 24°, length 1750 mm | 2
(69in.)

Refer to the DocMine web page for most up-to-date information. The printed information might be outdated.
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DocMine RX 2 s/n BES0099700 -

Options/accessories Working tools ClassicLine

W=120 mm, L=370 mm, Lt=500 mm, Wt=9.7 kg
W=4.72 inch, L=14.57 inch, Lt=19.7 inch, Wt=21.4 |b

Lt=415 mm, Wt=4.3 kg
Lt=16.34 inch, Wt=9.48 |b

L=320 mm, Lt=530 mm, Wt=7.9 kg
L=12.6 inch, Lt=20.87 inch, Wt=17.4 Ib

L=320 mm, Lt=530 mm, Wt=8.6 kg
L=12.60 inch, Lt=20.87 inch, Wt=19.0 Ib

LT=420 mm, Wt=4,2 kg LT=280 mm, Wt=2.7kg
LT=16.5 inch, Wt=9.3 Ib LT=11.0 inch, Wt=6.0 Ib

W= 200 mm, Wt=15 kg
W= 7.87 inch, Wt=33.1 Ib

W=100 mm, Wt=8.5 kg
W=3.94 inch, Wt=18.7 Ib
W=50 mm, Wt=3.3 kg
W=1.97 inch, Wt=7.3 Ib

///__? =100 mm, Wt=
é Wed 4 meh Wi S
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DocMine

RX 2 s/n BES0099700 -

Pozycja Nr czesci Nazwa Il L
1 3363110005 Asphalt cutter (cross) 1
2 3083342420 Narrow chisel 1
3 3083342421 Moil point 1
4 3083342422 Blunt tool 1
5 3083342480 Shaft 1
6 3315370600 Tamping pad (square) 1
7 3315371400 Post driver pad (round) 1
8 3315372100 Pile driver pad (round) 1
9 3315372200 PILE DRIVER 1
10 3315372700 BUSH HAMMER 1
11 3315372800 Bushing pad (round) 1
12 3315372900 BUSH HAMMER 1
13 3363125928 Shaft 1
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