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Ref CP Part No. Description Q’ty

A 8940176045 Air Inlet Kit
13 8940175984 Deflector 1
14 8940167388 O - Ring  15X1.5 1
15 8940175985 Air Inlet A 1
16 8940175986 Regulator 1
17 8940175987 O - Ring 9.5X1.5 1
18 8940175988 Air Inlet B 1
19 8940175989 Positioning Spring 1
20 8940162862 Steel Ball 1

B 8940176046 Trigger Kit
4 8940175978 Trigger Unit 1
5 8940175979 Spring Pin 24Lx2.5 1
7 8940175981 O - Ring 10.82X1.78 1
8 8940175982 Insert Bushing 1
9 2050520903 Seal 1

10 2050520913 Bushing 1
11 2050520923 Tip Valve 1
12 8940175983 Spring 1

C 8940176047 Valve Kit
23 8940175992 Valve Unit 1
24 8940175993 Valve Seal 1
25 8940175994 Valve Unit 1
26 8940175995 Spring Pin 25Lx5 2

TK 8940176048 Tune Up Kit
2 O - Ring 39X3 (For CP7160) 1

2A O - Ring 41.5X3.1 (For CP7165) 2
6 8940175980 Muffler 1
7 8940175981 O - Ring 10.82X1.78 1

14 8940167388 O - Ring 15X1.5 1
17 8940175987 O-Ring 9.5X1.5 1
21 8940175990 O - Ring 44.12X2.62 1
24 8940175993 Valve Seal 1

Ref CP Part No. Description Q’ty

SP 8940176049 Small Parts Kit
5 8940175979 Spring Pin 24Lx2.5 1

19 8940175989 Positioning Spring 1
20 Steel Ball 0.1181” , 3mm 1

26 Spring Pin 25Lx5 2

Other parts.
1 8940175973 Housing 1
3 8940175976 Front Nut (For CP7160) 1

3A 8940175977 Front Nut (For CP7165) 1
22 8940175991 Rear Cushion 1
27 8940175996 Main Piston (For CP7160) 1

27A 8940175997 Main Piston (For CP7165) 1
28 8940175998 Cylinder (For CP7160) 1

28A 8940175999 Cylinder (For CP7165) 1
29 8940176000 Dusty Cover 1
30 8940158924 Quick Change Retainer 1
31 8951011958 Spring Retainer 1
32 Socket 1

CP7160 & CP7165
Serie C

Hammer

8940176054 Warning Label

Assembly instructions

Item Glue  Dir.        Tightening torque Tooling

1 - 3 Loctite #243 49 Nm / 36 lbf-ft  Item 32 (Socket size : Hex 51.3 
mm and depth 125 mm)

1 - 3A Loctite #243 49 Nm / 36 lbf-ft Item 32 (Socket size : Hex 51.3 
mm and depth 125 mm)

22- 28 Loctite #680 9.8 Nm / 7.23 lbf-ft

1-15 Loctite #517 14.7 Nm / 10.85 lbf-ft

Oil lubrication
CA149661  (4 oz - 0.12 l)
CA000046  (20,8 oz. - 0, 59 l)
P089507     (1 gal - 3.8 l)

A046076           Edging Chisel Shank Round .401"
A046078           Tapered Punch Shank Round .401''
A046075           Spot Weld Splitter Shank Round .401''
A046073           Flat Chisel Shank Round .401"
8940176057     Single Blade Panel Cutter Round .401’’

CP7165

CP7160


